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Safety and convenience dur

Additional comfort
• No need to operate the fifth wheel coupling manually. 

KKS makes problems such as poor visibility, dirt or difficult
access a thing of the past.

• No need to crank the landing gear manually. KKS performs
this strenuous activity for you automatically – a particularly
beneficial aspect since it is a job that often has to be
undertaken in cramped conditions. 

• Reduces the number of times you need to get in and out
of your truck and walk round it. 

• The automatic feature saves time when changing trailers.

• The pneumatic mechanism of the lock enables the fifth
wheel coupling to be opened effortlessly at all times, even
when the tractor/trailer unit is under tension.

.

Increased safety
• All system components are electronically monitored.

• This significantly reduces the risk of an incorrect 
coupling procedure or an accident due to lack of care
when coupling.

• Fewer manual operations and less getting in and out of
your cab add up to a significantly reduced risk of accidents
for the user.  

• The system is continuously self-monitoring.

• All components can still be operated mechanically without
restrictions. 

Modular system
• KKS can be introduced and rolled out gradually throughout

the fleet.  

• It goes without saying that a standard trailer can be 
hitched up to a truck equipped with KKS without 
any problems.

KKS automates the coupling process 
and heightens safety by means of 
electronic monitoring.

No need to crank the landing gear 

Reduce
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Wedge

The wedge is in a rotating bearing on the 
king pin. This is where the interface to the
fifth wheel coupling is located. Signals are
transmitted between the truck and the trailer
via this interface.

Drive

The drive fits on every JOST landing gear. 
It is pushed onto the connecting shaft. It is
responsible for moving the landing gear units
automatically. 



ring coupling and decoupling
No need to operate  

the fifth wheel coupling 

d risk
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Cable drum

The cable drum adapts the length of cable
when cornering and ensures that the tension
on the cable is always at the optimum level. 

Remote control

The operating and monitoring module in the
cab checks whether the fifth wheel coupling
is locked and displays this information in the
cab. It also monitors the lifting and lowering
of the landing gear units and checks both the
coupling plate distance and the position of the
king pin. All actions are controlled from the
KKS monitor. 

JSK 42

The JSK 42 fifth wheel coupling is pneuma-
tically operated and is equipped with three
sensors. The first of these provides infor-
mation about the correct connecting height
and switches the system on automatically
during the connecting process. The second
controls the position of the king pin and a
third checks whether the lock is closed. The
newly developed interface provides contact
with the semitrailer. 



How the system works

Fifth wheel coupling Wedge DriveCable drum
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More information regarding our palette of products can be found at www.jost-world.com

Siemensstraße 2, D-63263 Neu-Isenburg, Phone +49 (0) 61 02 2 95-0, Fax +49 (0) 61 02 2 95-2 98, E-Mail: jost-sales@jost-werke.de

Technical Specification

The automatic coupling system complies with the following 
directives / standards: 94/20/EC – class G50, DIN 74081, 
ISO 3842, 72/245/EEC and 95/54/EC.

Truck kit (remote control unit and cable set)
Order No. Weight
JOST (kg)
SKE003790000 2,4

Trailer kit (wedge, cable drum, drive and crank)
Order No. Weight
JOST (kg)
JS T01 31,6

Fifth wheel coupling – Chassis mounting
Order No. LB H Weight WA

(mm) (kg)
JSK42K22079AA 150 138 Z
JSK42K22080AA 150 138 W
JSK42K24079AA

K2
190 145 Z

JSK42K24080AA 190 144 W
JSK42K32079AA 150 136 Z
JSK42K32080AA 150 135 W
JSK42K34079AA

K3
190 140 Z

JSK42K34080AA 190 140 W
JSK42K42079AA 150 138 Z
JSK42K42080AA

K4
150 138 W

JSK42K62079AA 150 136 Z
JSK42K62080AA 150 136 W
JSK42K64079AA

K6
190 141 Z

JSK42K64080AA 190 140 W

Selection table / Versions available

Fifth wheel coupling – Plate mounting
Order No. LB H Weight WA

(mm) (kg)
JSK42K02079AA 150 134 Z
JSK42K02080AA 150 133 W
JSK42K03879AA

K0
185 132 Z

JSK42K03880AA 185 131 W

Customer hole pattern
LB C D E F G I
K2 887 304,5 406 507,5 42 18
K3 868 300 - 500 40 22
K4 860 300 400 500 40 18
K6 859,4 315 405 495 28 18
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